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USB Driver Installation Guide

You need to install the USB driver on your PC before using the
USB connection. The installation process of the USB driver varies on
different systems. The following provides instructions for three
systems: Linux, MAC OS 9/10, and Windows.

Installing the USB Driver in Linux

1) Start RedHat 8.0, and select install all.
2) Login as root.
3) Execute the following commands:

# cd /usr/src

[root@ys srcl# puwd
ZUSP/SPrC
[root@ys srcl# Is -1

total 8

lruwxruxrux 1 root root 15 Feb 28 Z8B6 linux-2.4 ->
druxr-xr-x 17 root root 4896 Feb 28 12:15

drwxr -xr -x ? root root 4896 Feb 28 28066

# 1In -s linux-2.4.18-14 linux

[rootlys srcl#t In -s linux-2.4.18-14 linux
[rootlys srclit 1s -1
total 8

1P WX WX WX 1 root root 15 Feb 28 14:58 linux ->
1ruxrwxrux 1 root root 15 Feb 28 2886 linux-2.4 ->
druxr -xr-x 17 root root 4896 Feb 20 12:15

drwxr -xr-x 7 root root 4896 Feb ZA ZBA6

4) Copy the original codes to the /root/MT882 directory
[rootBys MTBBZI1# pud
+root-MTBB2

[rootBys MTBEZ1# 1=
makefile

5) Execute the following commands:
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# cd /root/MT882
# make clean
# make all

[rootBys MTEBEZ1# pud

srootsMTBB2

[rootPys MTBEZ1# make clean

rm -f ./src/CDCEther.o ./src/CDCEther.o =.0 .depend .- UKGEther

[root@ys MTB8Z21# make all

gce -c -02 -Wall -Wno-missing-braces -Wstrict-prototypes -fomit-frame-pointer -
fno-strict-aliasing -pipe -fno-strength-reduce -mcpu=i486 -falign-loops=2 -falig
n-jumps=2 -falign-functions=2 -Irusrrsrcslinux-sinclude -1.-inc -D__KERHEL__ -DM
ODULE -Dlinux -DDBG=B -o =rc/CDCEther.o srcsCDCEther.c

1d -r -o .,UKGEther ./srcsCDCEther.o

6) Add alias eth1 VKGEther to /etc/modules.conf.

# vi /etc/modules.conf

alias parport_lowlevel parport_pc

alias ethd vmics

alias scsi_hostadapter BusLogic

alias sound es1371

post-install sound-slot-8 sbinsaumix-minimal -f retcs.aumixrc -L >-/devsnull 2>&1
o

pre-remove sound-slot-8 sbinsaumix-minimal -f setcs/.aumixrc -8 >s/devr/null Z2>&1 3
H

alias ush-controller usb-uhci

dalias ethl UKGEther

7) Insert the following line to the beginning of

letc/modules.conf.
pre-install VKGEther modprobe -a ABC XYZ

Where, ABC is the first network driver and XYZ is the second
network driver (if there is a second network card and driver).

8) Add ifcfg-eth1 file to /etc/sysconfig/network-scripts.

#/etc/sysconfig/network-scripts/ifcfg-eth1

Set IP to 192.168.1.3

DEVICE=ethl [ ]
BOOTPROTO=static
BROADCAST=192.168.1.255
IPADDR=192.1668.1.3_
NETMASK=255.255.255.8
NETWORK=19Z2.168.1.8

ONBOOT=yes

9) Copy VKGEther to the /lib/...... /drivers/usb directory.

Huawei Technologies Proprietary

2



For example, /lib/modules/2.4.x/kernel/drivers/usb.

10) Reboot Linux, and connect the USB cable to the ADSL
modem.
11) Execute the following commands to configure the USB

Network Interface Card:
#cd /root/MT882

#insmod ./VKGEther

[rootRys MTEBZ21# pud

srootsMTE82
[rootRys MTBEZ14 1s
UKGEther makef ile

[root@ys MTEBZ14 insmod . URGEther

#ifconfig eth0 down
#ifconfig ethl 192.168.1.3 up
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Installing the USB Driver in MAC OS X

To install the MT882 USB Driver on a MAC OS X system, do the
following:

1) Run the MAC USB driver from the CD-ROM provided with
MT882, and decompress it.

MM MT882

<> = o) %] a

‘;i Network Ciake!
J Mac 05 X lﬁ‘

. MTB82_USB_Driver_For_Ma
L | NO NAME = c.sit

E Desktop

/Jﬂ} zhangyu

A
“:AE Applications

3
‘ "l Documents

o

g Movies
é Music
)

|
| Y| Pictures

7

2) Double-click the Installer to start the installation.

Huawei Technologies Proprietary

4



& MT882_USB_Driver_For_Mac =

o a )
@ Network g
g Mac 05 X -

- Installer
1 7] NO NAME &

E Desktop

‘fj.} zhangyu

9% Applications

% = - 1 rtem. 11.66 GB avarfable '%

3) Click Next to display the Authenticate page.

a6 6 ADSL Modem Installer

Welcome!

Welcome to the ADSL Modem Installer. This Installer will
install the proper driver files and utilities to operate your
USE modem.

To continue with the installation, you must enter your
password for administrator access. Please press Mextto
enter in the password.

Next | | Cancel

4) Enter the name and password of the administrator, and
click OK.
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Authenticate

m Installer.app requires that you type your password.

"k

Name: Ihangyu

Password:
P Details

® (Cancel) (: 0K )

5) Read the information carefully and click Accept.

enon ADSL Modem Installer

License Agreement

Please review the license agreement below and click
Accept if you agree with the license agreement or Cancel if
you do not agree and wish to cancel the installation:

( Aﬂ!pt’ ( Cancel )

6) Select a destination folder to install and click Next.
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eeon ADSL Modem Installer

Installing
The proper files are now being installed onto your
computer.
A AR R R R R R R
Next Cancel

7) When the installation is complete, select Restart now and
click Finish to restart your computer.

86 o ADSL Modem Installer
Finished

The installation is now complete. Before using your
modem, you must restart your computer. Would you like to
restart now or later?

) Reslart now

) Restart later

€ Finish ) ( cancel )
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Then you need to configure the MAC network as follows:

1)  On the menu bar, select System Preferences > Network
to display the page as shown in the following figure.

‘DO6 Network (=}
@ O @ E
Show All Dismauvs Sound  Network Startup Disk
Location: | Automatic ¢
Show: | Built-in Ethernet 4+
" TCP/IP  PPPoE  AppleTalk = Proxies Ethernet |
Configure IPv4: | Manually H

IP Address: 192.168.1.123
Subnet Mask: |255.255.255.0

Router: 192.168.1.1

DNS Servers:

Search Domains:

(Optional)
IPv6 Address:
———————————
Configure IPv6... ) @)
§¥|" Qlick the lock to prevent further changes. (_Assistme... ) ([ ApplyNow )

2) Enter the values for these parameters and click Apply Now.
3) Launch your Web Browser and access http://192.168.1.2 to
display the Login page.
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Server 182.168.1.2

Message MTBE2
Username admin b
Password LT

Remember password

Cancel oK

4) Enter the username and password, and click OK to log in
to the Web GUI of MAC OS.
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Installing the USB Driver in Windows XP/2K/ME/98SE

To install the USB driver on a Windows system, do the following:

“*Note: Before installation, please do not connect the modem.

1) Double-click Setup.exe on the CD-ROM provided with
MT882 to display the Setup Wizard window.

43 DSL Modem Setup Wizard |

Installing

The DSL Modem Setup Wizard is now installing
the drivers needed by Windows to operate the
madem.

Preparing system for installation. .

I

Cancel

2) Connect the modem and power it on.

Then the Installer will search the USB device for installation.
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<4 DSL Modem Setup Wizard x|

Installing

The DSL Modem Sefup Wizard is now installing
the drivers needed by Windows o operate the
maderm,

The DEL Installer is searching for installed hardware, If your modern is
not yet plugged in to your cormputer, please plug it in now.

Caticel

3) The system will automatically finish the installation of
Huawei USB ADSL modem.
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43 psL Modem Setup Wizard x|

Installing

The DSL Modem Setup Wizard is now installing
the drivers needed by Windows to operate the
moderm.

Finishing installation...

|

Cancel
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